All problems are to be done according to the AISC Steel Construction Manual, 13th Edition. Assume fastener strength is adequate and does not control. All holes are standard holes. Values of yield stress $F_Y$ and tensile strength $F_u$ are available in AISC p. 2-39. Where needed, assume distances from center of hole to end of piece are 1-1/2 in. When the load is transmitted through some but not all cross-sectional elements be sure to use the correct reduction coefficient $U$ according to AISC D3.3.

### Workable gages in angle legs, in.

<table>
<thead>
<tr>
<th>Leg</th>
<th>8</th>
<th>7</th>
<th>6</th>
<th>5</th>
<th>4</th>
<th>3.5</th>
<th>3</th>
<th>2.5</th>
<th>2</th>
<th>1.75</th>
<th>1.5</th>
<th>1.375</th>
<th>1.25</th>
<th>1</th>
</tr>
</thead>
<tbody>
<tr>
<td>$g_1$</td>
<td>4.5</td>
<td>4</td>
<td>3.5</td>
<td>3</td>
<td>2.5</td>
<td>2</td>
<td>1.75</td>
<td>1.375</td>
<td>1.125</td>
<td>1</td>
<td>7/8</td>
<td>7/8</td>
<td>3/4</td>
<td>5/8</td>
</tr>
<tr>
<td>$g_2$</td>
<td>3</td>
<td>2.5</td>
<td>2.25</td>
<td>2</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>$g_3$</td>
<td>3</td>
<td>3</td>
<td>2.5</td>
<td>1.75</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

3.1 A WT8x25 tension member is to carry a tension load $T$ that is comprised of 25 percent dead load and 75 percent live load. It is connected using one gage line of six 3/4-in.-diameter bolts in standard holes spaced 3 in. on centers in the stem of the tee as shown. Compute the permissible tension load $T$ according to AISC LRFD requirements. Consider the limit states of (a) gross section yielding, (b) net section fracture, and (c) block shear rupture. Use A572 Grade 50 steel.

3.2 Determine the tensile load $T$ permitted by AISC ASD for a pair of angles L 5 x3-1/2 x1/4 attached to a gusset plate as shown in the accompanying figure. Use A36 steel and ¾-in. diameter bolts in standard holes at the locations shown on standard gage lines. Consider (a) gross section yielding, (b) net section fracture, and (c) block shear rupture.

3.3 Determine the tensile load $T$ (comprised of 40 percent dead load and 60 percent live load) permitted by AISC LRFD for a pair of channels C8x13.7 attached to a 3/8-in. gusset plate as shown in the accompanying figure. Use A572 Grade 50 steel for both the channels and the gusset plate and ¾-in. diameter bolts in standard holes at the locations shown. Consider the following limit states (a) gross section yielding of channels, (b) net section fracture of channels, (c) block shear rupture of channels, and (d) block shear rupture of gusset plate.